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TECHNICAL FEATuRES

Control panel
reversible/irreversible operator
power supply
absorbed power 
thermal proteCtion
opening or Closing time
impaCt reaCtion
max torque
type of loCk
type of limit switChes
manual release
operating CyCle
environmental Conditions 
degree of proteCtion 
operator weight 
dimensions

• A MODEL FOR EVERY NEED.
> Version with lights and alarm.

• SMART TECHNOLOGY.
> Can be configured as follows for power failure: 
automatic descent or extracted position (with 
optional Stoppy BAT accessory); When there is no 
battery power, Stoppy returns flush to the ground 
automatically with slight pressure and without 
causing obstacles.

• SAFE USE.
>Its reflective surface ensures visibility even at 
night.

PERSEO
reversible  
230 V~ ± 10%, 50 Hz single-phase
120 W
130°
6 s + slowdown
5000 J
700 Nm
electric brake
integrated
reversible in case of black-out
very intensive use
from -15°C to + 60°C
IP67
900 N (~90 kg)
see drawing
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STOPPY STOPPY L STOPPY LAR 

500 mm
500 mm
500 mm
500 mm

230 V
230 V
230 V
-

STOPPY
STOPPY L
STOPPY LAR
STOPPY F

P970001 00002
P970002 00002
P970007 00002
P970001

 CODE DESCRIPTION VOLTAGE OPERATOR STROKE 

STOPPY SERIES
ELECTROMECHANICAL AuTOMATION FORRISING BOLLARDS

STOPPY L with warning lights
STOPPY LAR with  theft prevention KIT  and warning lights
STOPPY F fixed rising bollards

D832243 00201
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P975001 - STOPPY BAT
Back-up battery kit that allows the 
bollard to stay up even in the event 
of power failure.

D113653 00002 - PERSEO
• Control panel adaptable 
for motors of the STOPPY 
series, can command 
up to four bollards. 
• Easy use thanks to 

the simple functions usable. • Safety thanks to 
inputs dedicated to safety circuits and dedicated 
commands. • Complete with operating logics 
in a centralised environment. • Total control of 
operation thanks to adjustment of the operating 
logics. • Easy setting by simple dip switches for 
enabling the various functions. 

D121458 - PARKY LIGHT
Traffic light.

 

DIMENSIONS

ACCESSORIES

P111001 00003 - RMM 2
Two-channel metal 
detectors. 230V~ 

D110926 00001 - SPIRA 2X1
Magnetic loop 2x1 m.

For system composition and installation refer to the regulations in force in the country where the system is being installed. 
The indicated data are not binding. BFT reserves the right to make modifications without prior notice. 
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